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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
276DL5LP11000C

12 9V-13,8V 1,8 3,74 1,45 0,06 4000 20,5 50 0,61
5 4,5V-5,5V 1,8 3,74 1,45 0,06 4000 20,5 70 0,35

12 7V-13,8V 2,8 5,90 2,24 0,09 5000 24,5 60 0,72
276DM5LP11000C 

  1
5 4,5V-5,5V 2,8 5,90 2,24 0,09 5000 24,5 100 0,5

12 7V-13,8V 3,3 6,93 3,28 0,13 6000 28,5 80 0,96
276DH5LP11000C 

  1
5 4,5V-5,5V 3,3 6,93 3,28 0,13 6000 28,5 130 0,65

12 7V-13,8V 3,8 8,10 4,42 0,17 7000 33 100 1,2
276DS5LP11000C 
            1

5 4,5V-5,5V 3,8 8,10 4,42 0,17 7000 33 190 0,95

276DX1LP11000C 12 7V-13,8V 4,5 9,47 5,76 0,23 8000 37,5 1050 1,8

PressureAirflow

CHARACTERISTICS
Weight: 0,015 Kg / 0,03 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Circuit intégré

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
380DL5LP11000

12 7V-13,8V 2,6 5,53 3,45 0,14 5000 22 50 0,61
24 14V-27,6V 2,6 5,53 3,45 0,14 5000 22 40 0,962

5 4,5V-5,5V 2,6 5,53 3,45 0,14 5000 22 100 0,5

380DM5LP11000
12 7V-13,8V 3,4 7,17 5,54 0,22 6300 24 60 0,721
24 14V-27,6V 3,4 7,17 5,54 0,22 6300 24 50 1,22

5 4,5V-5,5V 3,4 7,17 5,54 0,22 6300 24 150 0,75

380DH5LP11000
12 7V-13,8V 4,0 8,54 7,69 0,30 7600 28,5 80 0,961
24 14V-27,6V 4,0 8,56 7,68 0,30 7600 28,5 60 1,442

5 4,5V-5,5V 4,0 8,54 7,69 0,30 7600 28,5 250 1,25

380DS5LP11000
12 7V-13,8V 4,5 9,43 9 0,35 8200 30,5 100 1,21
24 14V-27,6V 4,5 9,43 9 0,35 8200 30,5 70 1,682

5 4,5V-5,5V 4,5 9,43 9 0,35 8200 30,5 300 1,5

380DX5LP11000
12 7V-13,8V 4,8 10,11 10,57 0,42 9000 32,5 120 1,441
24 14V-27,6V 4,8 10,11 10,57 0,42 9000 32,5 90 2,162

5 4,5V-5,5V 4,8 10,11 10,57 0,42 9000 32,5 320 1,6

PressureAirflow

CHARACTERISTICS
Weight: 0,033 Kg / 0,07 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
274DL5LP11000

12 7V-13,8V 4,7 9,90 3,2 0,13 4000 24 60 0,721
24 14V-27,6V 4,7 9,90 3,2 0,13 4000 24 70 1,682

5 4,5V-5,5V 4,7 9,90 3,2 0,13 4000 24 150 0,75

274DM5LP11000
12 7V-13,8V 5,8 12,36 4,6 0,18 4800 28 80 0,961
24 14V-27,6V 5,8 12,36 4,6 0,18 4800 28 60 1,442

5 4,5V-5,5V 5,8 12,36 4,6 0,18 4800 28 220 1,1

274DH5LP11000
12 7V-13,8V 6,7 14,14 6,1 0,24 5600 32 100 1,21
24 14V-27,6V 6,7 14,14 6,1 0,24 5600 32 90 1,682

5 4,5V-5,5V 6,7 14,14 6,1 0,24 5600 32 320 1,6

274DS1LP11000 12 7V-13,8V 7,7 16,26 8 0,31 6400 36 130 1,56
2 24 14V-27,6V 7,7 16,26 8 0,31 6400 36 80 1,92

PressureAirflow

CHARACTERISTICS
Weight: 0,032 Kg / 0,07 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
282DL5LP11000 5 4V-6V 5,5 11,55 2,21 0,09 3000 24 130 0,65

1 12 7V-13,8V 5,5 11,55 2,21 0,09 3000 24 70 0,84
2 24 14V-27,6V 5,5 11,55 2,21 0,09 3000 24 40 0,96

282DM5LP11000
12 7V-13,8V 6,4 13,46 3,01 0,12 3500 29 80 0,961
24 14V-27,6V 6,4 13,46 3,01 0,12 3500 29 60 1,442

5 4V-6V 6,4 13,46 3,01 0,12 3500 29 200 1

282DH5LP11000
12 7V-13,8V 7,3 15,37 3,93 0,15 4000 32 100 1,21
24 14V-27,6V 7,3 15,54 3,93 0,15 4000 32 80 1,922

5 4V-6V 7,3 15,37 3,93 0,15 4000 32 300 1,5

282DS1LP11000 12 7V-13,8V 8,2 17,32 4,97 0,20 4500 35 120 1,44
2 24 14V-27,6V 8,2 17,32 4,97 0,20 4500 35 100 2,4

PressureAirflow

CHARACTERISTICS
Weight: 0,044 Kg / 0,1 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +70°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
272DL5LP11000

12 7V-13,8V 6,2 13,08 3,03 0,12 3200 24 70 0,841
24 14V-27,6V 6,2 13,08 3,03 0,12 3200 24 30 0,722

5 4,5V-5,5V 6,2 13,08 3,03 0,12 3200 24 140 0,7

272DM5LP11000
12 7V-13,8V 7,0 14,84 3,83 0,15 3600 26 90 1,081
24 14V-27,6V 7,0 14,84 3,83 0,15 3600 26 40 0,962

5 4,5V-5,5V 7,0 14,84 3,83 0,15 3600 26 190 0,95

272DH5LP11000
12 7V-13,8V 7,8 16,60 4,8 0,19 4000 28 110 1,321
24 14V-27,6V 7,8 16,60 4,8 0,19 4000 28 50 1,22

5 4,5V-5,5V 7,8 16,60 4,8 0,19 4000 28 240 1,2

272DS5LP11000
12 7V-13,8V 8,7 18,38 5,81 0,23 4400 31 150 1,81
24 14V-27,6V 8,7 18,38 5,81 0,23 4400 31 70 1,682

5 4,5V-5,5V 8,7 18,38 5,81 0,23 4400 31 330 1,65

272DX1LP11000 12 7V-13,8V 9,3 19,78 7 0,28 4800 33 180 2,16
2 24 14V-27,6V 9,3 19,78 7 0,28 4800 33 90 2,16

PressureAirflow

CHARACTERISTICS
Weight: 0,062 Kg / 0,14 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
281DL1LP11000B 12 4V-13,8V 7,9 16,82 2,86 0,11 3100 26,5 80 0,96

2 24 14V-27,6V 7,9 16,82 2,86 0,11 3100 26,5 60 1,44
281DM1LP11000B 12 4V-13,8V 9,3 19,72 3,93 0,15 3600 31 130 1,56

2 24 14V-27,6V 9,3 19,72 3,93 0,15 3600 31 130 1,68
281DH1LP11000B 12 4V-13,8V 11,0 23,39 5,35 0,21 4250 34 140 1,68

2 24 14V-27,6V 11,0 23,39 5,35 0,21 4250 34 80 1,92
281DS1LP11000B 12 4V-13,8V 13,0 27,56 7,47 0,29 5000 40 170 2,04

2 24 14V-27,6V 13,0 27,56 7,47 0,29 5000 40 170 2,16
281DX1LP11000B 12 4V-13,8V 14,4 30,50 8,76 0,34 5500 42,5 230 2,76

2 24 14V-27,6V 14,4 30,49 8,76 0,34 5500 42,5 140 3,36
4 48 20V-56V 14,4 30,49 8,76 0,34 5500 42,5 90 4,32

281DZ1LP11000B 12 4V-13,8V 16,1 34,17 10,73 0,42 6000 44,5 270 3,24
2 24 14V-27,6V 16,1 34,17 10,73 0,42 6000 44,5 170 4,08
4 48 28V-56V 16,1 34,17 10,73 0,42 6000 44,5 110 5,28

281DY1LP11000B 12 4V-13,8V 18,1 38,37 13,81 0,54 6800 46,5 380 4,56
2 24 14V-27,6V 18,1 38,37 13,81 0,54 6800 46,5 240 5,76
4 48 28V-56V 18,1 38,37 13,81 0,54 6800 46,5 140 6,72

281DG1LP11000B 12 7V-13,2V 19,8 41,98 16,27 0,64 7500 50,5 550 6,6

PressureAirflow

CHARACTERISTICS
Weight: 0,085 Kg / 0,19 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels

-
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
291DL1LP11000 12 7V-13,8V 8,0 16,96 2,45 0,10 2600 24,5 80 0,96

2 24 14V-27,6V 8,0 16,96 2,45 0,10 2600 24,5 40 0,96
291DM1LP11000 12 7V-13,8V 9,5 20,14 3,15 0,12 3000 28 100 1,2

2 24 14V-27,6V 9,5 20,14 3,15 0,12 3000 28 50 1,2
291DH1LP11000 12 7V-13,8V 11,3 24,02 4,46 0,18 3600 32 130 1,56

2 24 14V-27,6V 11,3 24,02 4,46 0,18 3600 32 80 1,92
291DS1LP11000 12 7V-13,8V 12,8 27,20 5,47 0,22 4000 35 170 2,04

2 24 14V-27,6V 12,8 27,20 5,47 0,22 4000 35 100 2,4

PressureAirflow

CHARACTERISTICS
Weight: 0,077 Kg / 0,17 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: 0 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
230DL1LP11000 12 7V-13,8V 11,7 24,74 2,2 0,09 2400 27,5 90 1,08

2 24 14V-27,6V 11,7 24,74 2,24 0,09 2400 27,5 50 1,2
230DM1LP11000 12 7V-13,8V 13,3 28,26 2,71 0,11 2700 30,5 110 1,32

2 24 14V-27,6V 13,3 28,26 2,71 0,11 2700 30,5 60 1,44
230DH1LP11000 12 7V-13,8V 15,8 33,56 3,5 0,14 3100 34 140 1,68

2 24 14V-27,6V 15,8 33,56 3,5 0,14 3100 34 80 1,92
230DS1LP11000 12 7V-13,8V 16,8 35,68 4,03 0,16 3400 37 160 1,92

2 24 14V-27,6V 16,8 35,68 4,03 0,16 3400 37 100 2,4

230DZ1LP11000 12 7V-13,8V 20,2 42,76 5,49 0,22 4000 42,5 270 3,24
2 24 14V-26,0V 20,2 42,76 5,49 0,22 4000 42,5 170 4,08

230DX1LP11000 12 7V-13,8V 18,5 39,22 4,77 0,19 3700 39,5 190 2,28
2 24 14V-27,6V 18,5 39,22 4,77 0,19 3700 39,5 120 2,88

PressureAirflow

CHARACTERISTICS
Weight: 0,058 Kg / 0,13 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
146DH1LP11000 12 10,8V-13,2V 14,9 31,55 4,45 0,18 3010 34,2 170 2,04

2 24 15V-28V 14,0 29,68 4,4 0,17 3550 34 96 2,3
146DS1LP11000 12 6V-13,8V 22,0 46,64 10,89 0,43 5585 44 583 7

2 24 15V-28V 22,0 46,64 10,89 0,43 5585 44 292 7
4 48 28V-56V 22,0 46,64 10,89 0,43 5585 44 145 7

PressureAirflow

CHARACTERISTICS
Weight: 0,144 Kg / 0,32 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +70°C
Connection: Leads
Brushless DC motor
Thermally protected

-

OPTIONS
Speed sensor

Alarm
Other IP levels

Terminal connection
Salt spray protection

Shocks and vibrations protection 
Marine application

Other voltages

Others speeds
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
246DL5LP11000

12 7V-13,8V 13,2 27,92 2,59 0,10 2400 25 90 1,08
24 14V-27,6V 13,2 27,92 2,59 0,10 2400 25 90 1,08
48 38V-56V 13,2 27,92 2,59 0,10 2400 25 50 2,4

5 4,5V-5,5V 13,2 27,92 2,59 0,10 2400 25 240 1,2

246DM5LP11000
12 7V-13,8V 14,8 31,44 3,28 0,13 2700 28 120 1,44
24 14V-27,6V 14,8 31,44 3,28 0,13 2700 28 60 1,44
48 38V-56V 14,8 31,44 3,28 0,13 2700 28 60 2,88

5 4,5V-5,5V 14,8 31,44 3,28 0,13 2700 28 330 1,65

246DH5LP11000
12 7V-13,8V 16,7 35,34 4,04 0,16 3000 31 160 1,92
24 14V-27,6V 16,7 35,34 4,04 0,16 3000 31 70 1,68
48 38V-56V 16,7 35,34 4,04 0,16 3000 31 70 3,36

5 4,5V-5,5V 16,7 35,34 4,04 0,16 3000 31 430 2,15

246DS1LP11000 12 7V-13,8V 17,7 37,46 4,59 0,18 3250 34 200 2,4
2 24 14V-27,6V 17,7 37,46 4,59 0,18 3250 34 90 2,16
4 48 38V-56V 17,7 37,46 4,59 0,18 3250 34 80 3,84

246DX1LP11000 12 7V-13,8V 19,8 42,04 5,51 0,22 3600 39 260 3,12
2 24 14V-27,6V 19,8 42,04 5,51 0,22 3600 38 140 3,36

246DZ1LP11000 12 7V-13,8V 22,0 46,64 6,78 0,27 4000 40 340 4,08
2 24 14V-27,6V 22,0 46,64 6,78 0,27 4000 40 160 3,84

PressureAirflow

CHARACTERISTICS
Weight: 0,088 Kg / 0,19 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
146DF0182001 115 50 1 9,0 19,08 3,3 0,13 2500 26 105 120 10

82 115 60 1 11,0 23,32 4,8 0,19 3100 32 90 110 8
81 220 50 1 9,0 19,08 3,3 0,13 2500 26 60 70 11
81 220 60 1 11,0 23,32 4,8 0,19 3100 32 50 60 9

PressureAirflow

-

OPTIONS
Other IP levels

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages

-
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CHARACTERISTICS
Weight: 0,3 Kg / 0,66 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Leads
Impedance Protected
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
146DF0182004 115 50 1 9,0 19,08 3,3 0,13 2500 26 70 120 6

115 60 1 11,0 23,32 4,8 0,19 3100 32 60 5

PressureAirflow

-

OPTIONS
Other IP levels

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages

-
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CHARACTERISTICS
Weight: 0,3 Kg / 0,66 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +70°C
Connection: Leads
Impedance Protected
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
344DS1LP11000 12 7V-13,8V 21,3 45,22 7,13 0,28 3400 39 200 2,4

2 24 14V-27,6V 21,3 45,22 7,13 0,28 3400 39 150 3,6
4 48 28V-56V 21,3 45,22 7,13 0,28 3400 39 80 3,84

344DX1LP11000 12 7V-13,8V 27,0 57,24 10,77 0,42 4200 44,5 380 4,56
2 24 14V-27,6V 27,0 57,24 10,77 0,42 4200 44,5 240 5,76
4 48 28V-56V 27,0 57,24 10,77 0,42 4200 44,5 110 5,28

344DZ1LP11000 12 7V-13,8V 32,3 68,54 15,01 0,59 4900 48,5 580 6,96
2 24 14V-27,6V 32,3 68,54 15,01 0,59 4900 48,5 340 8,16
4 48 28V-53V 32,3 68,54 15,01 0,59 4900 48,5 160 7,68

344DY1LP11000 12 7V-13,8V 37,8 80,20 20,63 0,81 5700 52,5 900 10,8
2 24 14V-26,4V 37,8 80,20 20,63 0,81 5700 52,5 500 12

PressureAirflow

CHARACTERISTICS
Weight: 0,17 Kg / 0,38 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
126LH0182001 115 50 1 6,0 12,72 1,1 0,04 1350 10 50 5

82 115 60 1 7,0 14,84 1,4 0,06 1550 11 50 4
81 220 50 1 6,5 13,78 1,4 0,06 1550 14 35 7
81 220 60 1 8,0 16,96 1,8 0,07 1850 18 30 6

126LJ0182001 115 50 1 9,0 19,08 2,5 0,10 2000 22 75 80 7
82 115 60 1 11,0 23,32 3,6 0,14 2400 25 65 70 6
81 220 50 1 9,0 19,08 2,5 0,10 2000 22 45 50 8
81 220 60 1 11,0 23,32 3,6 0,14 2400 25 40 45 7

126LF0182001 115 50 1 12,5 26,50 5 0,20 2750 30 130 170 10
82 115 60 1 15,0 31,80 7 0,28 3250 35 100 140 8
81 220 50 1 12,5 26,50 5 0,20 2750 30 75 90 12
81 220 60 1 15,0 31,80 7 0,28 3250 35 60 70 9

PressureAirflow-

OPTIONS
Other IP levels

Flying leads connection
Salt spray protection

Shocks and vibrations protection 
Marine application

Wide temperature range 
Other voltages

-

0 5 10 15 20 25 30

0,00

0,05

0,10

0,15

0,20

0,25

0,30

0

1

2

3

4

5

6

7

0 5 10 15

AIRFLOW IN CFM

AIRFLOW IN l/s

ST
AT

IC
 P

RE
SS

U
RE

 IN
 m

m
H 2O

STATIC PRESSU
RE IN

 inchH
2 O

80 x 80 x 38 mm
3,15 x 3,15 x 1,5 ''126LAC AXIAL FAN

CHARACTERISTICS
Weight: 0,4 Kg / 0,88 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Leads
Impedance Protected
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
299DL1LP11000 12 7V-13,8V 17,5 37,10 2,53 0,10 2100 25 70 0,84

2 24 14V-27,6V 17,5 37,10 2,53 0,10 2100 25 60 1,44
4 48 38V-56V 17,5 37,10 2,53 0,10 2100 25 50 2,4

299DM1LP11000 12 7V-13,8V 20,7 43,82 3,25 0,13 2450 30 110 1,32
2 24 14V-27,6V 20,7 43,82 3,25 0,13 2450 30 80 1,92
4 48 38V-56V 20,7 43,82 3,25 0,13 2450 30 50 2,4

299DH1LP11000 12 7V-13,8V 24,2 51,24 4,5 0,18 2850 34 160 1,92
2 24 14V-27,6V 24,2 51,24 4,5 0,18 2850 34 100 2,4
4 48 28V-56V 24,2 51,24 4,5 0,18 2850 34 60 2,88

299DS1LP11000 12 7V-13,8V 27,3 57,88 5,62 0,22 3200 38 250 3
2 24 14V-27,6V 27,3 57,88 5,62 0,22 3200 38 130 3,12
4 48 38V-56V 27,3 57,88 5,62 0,22 3200 38 80 3,84

299DX1LP11000 12 7V-13,8V 32,0 67,84 7,67 0,30 3800 45 400 4,8
2 24 14V-27,6V 32,0 67,84 7,67 0,30 3800 45 220 5,28

PressureAirflow

CHARACTERISTICS
Weight: 0,099 Kg / 0,22 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
99XM0182001 115 50 1 8,0 16,96 1,6 0,06 1500 21 75 80 7

82 115 60 1 10,0 21,20 2,4 0,09 1800 25,5 65 70 6
81 220 50 1 8,0 16,96 1,6 0,06 1500 21 40 45 8
81 220 60 1 10,0 21,20 2,4 0,09 1800 25,5 35 40 7

99XW0182001 115 50 1 12,0 25,44 3,8 0,15 2200 32 85 100 8
82 115 60 1 14,0 29,68 4,8 0,19 2500 35,5 70 90 6
81 220 50 1 12,0 25,44 3,8 0,15 2200 32 50 60 9
81 220 60 1 14,0 29,68 4,8 0,19 2500 35,5 40 50 7

99XU0182001 115 50 1 15,0 31,80 6 0,24 2700 38 135 200 12
82 115 60 1 18,5 39,22 8,5 0,33 3200 42 105 180 9
81 220 50 1 15,0 31,80 6 0,24 2700 38 70 100 14
81 220 60 1 18,5 39,22 8,5 0,33 3200 42 60 90 11

PressureAirflow
-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
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CHARACTERISTICS
Weight: 0,395 Kg / 0,87 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Terminals
Impedance Protected

3,62 x 3,62 x 1"

http://en.etrinet.com/dyn/infos_center/etri/telechargements/guides_techniques/general-information-on-ac-and-dc-compact-fans.pdf
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
341DS1LP11000 12 7V-13,8V 33,8 71,72 7,58 0,30 3200 42,5 350 4,2

2 24 14V-27,6V 33,8 71,72 7,58 0,30 3200 42,5 180 4,32
4 48 28V-56V 33,8 71,72 7,58 0,30 3200 42,5 100 4,8

341DX1LP11000 12 7V-13,8V 40,3 85,44 10,3 0,41 3800 47,5 500 6
2 24 14V-27,6V 40,3 85,52 10,3 0,41 3800 47,5 280 6,72
4 48 28V-56V 40,3 85,44 10,3 0,41 3800 47,5 140 6,72

341DZ1LP11000 12 7V-13,8V 47,3 100,28 14,53 0,57 4400 52,5 750 9
2 24 14V-27,6V 47,3 100,34 14,53 0,57 4400 52,5 400 9,6
4 48 28V-56V 47,3 100,34 14,53 0,57 4400 52,5 200 9,6

341DY1LP11000 12 7V-13,8V 52,0 110,24 16,9 0,67 4800 47,5 1000 12
2 24 14V-27,6V 52,0 110,24 16,9 0,67 4800 47,5 500 12

PressureAirflow

CHARACTERISTICS
Weight: 0,198 Kg / 0,44 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
99YH2LP11000 NR 24 21,6V-26,4V 31,4 66,57 20,19 0,79 5500 51,8 275 7,75
99YS2LP11000 NR 24 21,6V-26,4V 35,3 74,84 23,96 0,94 6060 54,6 420 11,7

PressureAirflow

CHARACTERISTICS
Weight: 0,37 Kg / 0,82 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 25.000 hours
Operating temperature range: -40 / +70 °C
Storage temperature: -40 / +85°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS
Speed sensor

Alarm
Other IP levels

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
Others speeds
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
113XN0182000 115 50 1 21,0 44,52 6,7 0,26 2850 36 140 270 10

82 115 60 1 25,0 53,00 9 0,35 3300 41 115 220 9
81 220 50 1 21,0 44,52 6,7 0,26 2850 36 85 160 12
81 220 60 1 25,0 53,00 9 0,35 3300 41 75 140 11

PressureAirflow

CHARACTERISTICS
Weight: 0,615 Kg / 1,36 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +70°C
Connection: Terminals
GAM T1 listed
Impedance Protected

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
298DL1LP11000 12 7V-13,8V 29,7 62,96 3,93 0,15 1900 32,5 140 1,68

2 24 14V-27,6V 29,7 62,96 3,93 0,15 1900 32,5 90 2,16
298DM1LP11000 12 7V-13,8V 34,9 73,99 5,15 0,20 2200 35,5 180 2,16

2 24 14V-27,6V 34,9 73,99 5,15 0,20 2200 35,5 120 2,88
298DH1LP11000 12 7V-13,8V 39,0 82,68 6,25 0,25 2500 38,5 230 2,76

2 24 14V-27,6V 39,0 82,68 6,25 0,25 2500 38,5 140 3,36
298DS1LP11000 12 7V-13,8V 44,9 95,19 7,73 0,30 2800 41,5 330 3,96

2 24 14V-27,6V 44,9 95,19 7,73 0,30 2800 41,5 180 4,32
298DX1LP11000 12 7V-13,8V 49,0 103,88 9,43 0,37 3100 44,5 400 4,8

2 24 14V-27,6V 49,0 103,88 9,43 0,37 3100 44,5 230 5,52
298DZ1LP11000 12 7V-13,8V 53,4 113,21 10,92 0,43 3400 46,5 530 6,36

2 24 14V-27,6V 53,4 113,21 10,92 0,43 3400 46,5 280 6,72

PressureAirflow

CHARACTERISTICS
Weight: 0,198 Kg / 0,44 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
98XC0182001 115 50 1 16,0 33,92 1,4 0,06 1300 32 130 150 12

82 115 60 1 21,0 44,52 2,1 0,08 1700 35 110 130 10
81 220 50 1 16,0 33,92 1,4 0,06 1300 32 80 90 14
81 220 60 1 21,0 44,52 2,1 0,08 1700 35 70 75 12

98XY0182001 115 50 1 27,0 57,24 3,5 0,14 2100 36 120 140 10
82 115 60 1 31,0 65,72 3,3 0,13 2400 38 100 120 9
81 220 50 1 27,0 57,24 3,5 0,14 2100 36 65 80 12
81 220 60 1 31,0 65,72 3,3 0,13 2400 38 55 65 10

98XH0182001 115 50 1 31,0 65,72 6 0,24 2550 41 135 200 13
82 115 60 1 37,0 78,44 5 0,20 3000 44 110 180 11
81 220 50 1 31,0 65,72 6 0,24 2550 41 80 100 15
81 220 60 1 37,0 78,44 5 0,20 3000 44 65 90 13

PressureAirflow

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
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CHARACTERISTICS
Weight: 0,465 Kg / 1,03 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature range : -54/+85°C
Connection: Terminals Impedance
Protected
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
158DL1LP11000 12 6V-15V 27,0 57,24 2,24 0,09 1680 29,5 133 1,6

2 24 15V-28V 27,0 57,24 2,24 0,09 1680 29,5 75 1,8
4 48 22V-56V 27,0 57,24 2,24 0,09 1680 29,5 44 2,1

158DM1LP11000 12 6V-15V 39,0 82,68 4,79 0,19 2450 37,5 275 3,3
2 24 15V-28V 39,0 82,68 4,79 0,19 2450 37,5 146 3,5
4 48 22V-56V 39,0 82,68 4,79 0,19 2450 37,5 77 3,7

158DH1LP11000 12 6V-15V 49,0 103,88 7,44 0,29 3050 42,5 517 6,2
2 24 15V-28V 49,0 103,88 7,44 0,29 3050 42,5 258 6,2
4 48 22V-56V 49,0 103,88 7,44 0,29 3050 42,5 129 6,2

158DS1LP11000 12 6V-13,2V 55,9 118,51 9,69 0,38 3480 45,5 834 10
2 24 15V-28V 55,9 118,51 9,69 0,38 3480 45,5 362 8,7
4 48 22V-56V 55,9 118,51 9,69 0,38 3480 45,5

PressureAirflow

CHARACTERISTICS
Weight: 0,23 Kg / 0,51 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -20 / +55 °C
Storage temperature: -40 / +70°C
Connection: Leads
Brushless DC motor
Integrated circuit

-

OPTIONS
Speed sensor

Alarm
Other IP levels

Terminal connection
Salt spray protection

Shocks and vibrations protection 
Marine application

Other voltages

Others speeds
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Part Number Voltage Voltage range
Nominal 

speed
Noise level 

LP
Nominal 
current

power

V l/s CFM mm H² o inch H² o RPM dBA mA W
125DL1LP11000 12 6V-15V 27,0 57,24 2,52 0,10 1695 30 Pending Pending

2 24 14V-28V 27,0 57,24 2,52 0,10 1695 30 37,5 0,9
4 48 22V-56V 27,0 57,24 2,52 0,10 1695 30 Pending Pending

125DM1LP11000 12 6V-15V 39,0 82,68 5,27 0,21 2445 38 Pending Pending

2 24 14V-28V 39,0 82,68 5,27 0,21 2445 38 112,92 2,71

4 48 22V-56V 39,0 82,68 5,27 0,21 2445 38 Pending Pending
125DH1LP11000 12 6V-15V 49,0 103,88 8,32 0,33 3075 43 Pending Pending

2 24 14V-28V 49,0 103,88 8,32 0,33 3075 43 223,75 5,37
4 48 22V-56V 49,0 103,88 8,32 0,33 3075 43 Pending Pending

125DS1LP11000 12 6V-15V 53,0 112,36 9,75 0,38 3325 46,2 Pending Pending
2 24 14V-28V 53,0 112,36 9,75 0,38 3325 46,2 280 6,8
4 48 22V-56V 53,0 112,36 9,75 0,38 3325 46,2 Pending Pending

125DX1LP11000 12 6V-15V 59,6 126,35 13,52 0,53 3740 48,8 Pending Pending

2 24 14V-28V 59,6 126,35 13,52 0,53 3740 48,8 402,92 9,67

4 48 22V-56V 59,6 126,35 13,52 0,53 3740 48,8 Pending Pending
125DZ1LP11000 12 6V-15V 69,4 147,02 16,24 0,64 4355 52,1 Pending Pending

2 24 14V-28V 69,4 147,02 16,24 0,64 4355 52,1 437,92 10,51

4 48 22V-56V 69,4 147,02 16,24 0,64 4355 52,1 Pending Pending
125DY1LP11000 12 6V-15V 71,1 150,67 19,21 0,76 4470 52,6 Pending Pending

2 24 14V-28V 71,1 150,67 19,21 0,76 4470 52,6 470,83 11,3

4 48 22V-56V 71,1 150,67 19,21 0,76 4470 52,6 Pending Pending
125DG1LP11000 12 6V-15V 76,9 162,94 22,46 0,88 4835 54,3 Pending Pending

2 24 14V-28V 76,9 162,94 22,46 0,88 4835 54,3 590 14,3
4 48 22V-56V 76,9 162,94 22,46 0,88 4835 54,3 Pending Pending

PressureAirflow

CHARACTERISTICS
Weight: 0,33 Kg / 0,73 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -40 / +70 °C
Storage temperature: -50 / +70°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS
Speed sensor 

Alarm
Other IP levels 

Terminal connection 
Other voltages 

PWM in development
Special construction : salt spray, dry 

cold, wet heat, schock, vibration. 
Contact us for more information.

-

-
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
125DH9LP11241 110 82V-146V 49,0 103,88 7,44 0,29 3050 42,5 51 5,6

PressureAirflow

CHARACTERISTICS
Weight: 0,28 Kg / 0,62 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -25 / +70 °C
Storage temperature: -50 / +70°C
Connection: Leads
Brushless DC motor
Integrated circuit

-

OPTIONS
Speed sensor

Alarm
Other IP levels

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
Others speeds
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
235DL1LP11000 12 4V-13,2V 40,0 84,80 4,56 0,18 2000 34 190 2,28

2 24 7V-27,6V 40,0 84,80 4,56 0,18 2000 34 150 3,6
4 48 28V-56V 40,0 84,80 4,56 0,18 2000 34 60 2,88

235DM1LP11000 12 4V-13,8V 44,8 95,04 6 0,24 2300 38 260 3,12
2 24 14V-27,6V 44,8 95,04 6,45 0,25 2300 38 140 3,36
4 48 28V-56V 44,8 95,04 6 0,24 2300 38 80 3,84

235DH1LP11000 12 4V-13,2V 50,0 106,00 7,6 0,30 2600 41 320 3,84
2 24 7V-27,6V 50,0 106,00 7,6 0,30 2600 41 240 5,76
4 48 28V-56V 50,0 106,00 7,6 0,30 2600 41 120 5,76

235DS1LP11000 12 4V-13,8V 56,7 120,14 9 0,35 2900 44 460 5,52
2 24 7V-27,6V 56,7 120,14 9 0,35 2900 44 300 7,2
4 48 28V-56V 56,7 120,14 9 0,35 2900 44 150 7,2

235DX1LP11000 12 4V-13,2V 61,3 130,02 10,7 0,42 3200 48 600 7,2
2 24 7V-27,6V 61,3 130,02 10,7 0,42 3200 48 380 9,12
4 48 28V-56V 61,3 130,02 10,7 0,42 3200 48 180 8,64

235DZ1LP11000 12 4V-13,8V 71,7 151,94 14,5 0,57 3700 53 1050 12,6
2 24 7V-27,6V 71,7 151,94 14,5 0,57 3700 53 500 12

PressureAirflow

CHARACTERISTICS
Weight: 0,256 Kg / 0,57 Lb 
Housing in plastic UL 94 V-0 
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels

-
-
-
-

-
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
338DX1LP11000 12 7V-13,2V 71,7 151,94 11,3 0,44 3200 53 1000 12

2 24 14V-26,4V 71,7 151,94 11,3 0,44 3200 53 560 13,44
4 48 28V-56V 71,7 151,94 11,3 0,44 3200 53 280 13,44

338DZ1LP11000 12 7V-13,2V 80,7 171,02 14,3 0,56 3600 56,5 1500 18
2 24 14V-26,4V 80,7 171,02 14,3 0,56 3600 56,5 800 19,2
4 48 28V-56V 80,7 171,02 14,3 0,56 3600 56,5 380 18,24

338DY1LP11000 12 7V-13,2V 89,7 190,10 17,7 0,70 4000 59 2000 24
2 24 14V-26,4V 89,7 190,10 17,7 0,70 4000 59 1000 24
4 48 28V-53V 89,7 190,06 17,71 0,70 4000 59 500 24

PressureAirflow

CHARACTERISTICS
Weight: 0,37 Kg / 0,82 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +50 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels

-
-
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
125XL0182001 115 50 1 25,0 53,00 2,2 0,09 1600 30 135 145 12

82 115 60 1 27,0 57,24 2,4 0,09 1750 32 115 125 10
81 220 50 1 25,0 53,00 2,2 0,09 1600 30 75 90 12
81 220 60 1 27,0 57,24 2,4 0,09 1750 32 65 75 10

125LG0182001 115 50 1 35,0 74,20 5 0,20 2200 38 200 260 16
82 115 60 1 40,0 84,80 5,5 0,22 2500 40,5 160 220 13
81 220 50 1 35,0 74,20 5 0,20 2200 38 110 140 18
81 220 60 1 40,0 84,80 5,5 0,22 2500 40,5 90 120 15

125XR0182001 115 50 1 44,0 93,28 9,5 0,37 2800 44 200 310 16
82 115 60 1 53,0 112,36 10,5 0,41 3200 48 180 260 15
81 220 50 1 44,0 93,28 9,5 0,37 2800 44 125 170 18
81 220 60 1 53,0 112,36 10,5 0,41 3200 48 105 150 15

PressureAirflow-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages 
Dual voltage 115-230V

-
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CHARACTERISTICS
Weight: 0,725 Kg / 1,6 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Terminals
Impedance Protected
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
125XL0282010 115 50 1 25,0 53,00 2,2 0,09 1600 30 135 145 12

82 115 60 1 27,0 57,24 2,4 0,09 1750 32 115 125 10
81 220 50 1 25,0 53,00 2,2 0,09 1600 30 75 90 12
81 220 60 1 27,0 57,24 2,4 0,09 1750 32 65 75 10

125LG0282010 115 50 1 35,0 74,20 5 0,20 2200 38 200 260 16
82 115 60 1 40,0 84,80 5,5 0,22 2500 40,5 160 220 13
81 220 50 1 35,0 74,20 5 0,20 2200 38 110 140 18
81 220 60 1 40,0 84,80 5,5 0,22 2500 40,5 90 120 15

125XR0282090 115 50 1 44,0 93,28 9,5 0,37 2800 44 200 310 16
82 115 60 1 53,0 112,36 10,5 0,41 3200 48 180 260 15
81 220 50 1 44,0 93,28 9,5 0,37 2800 44 125 170 18
81 220 60 1 53,0 112,36 10,5 0,41 3200 48 105 150 15

PressureAirflow
-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
Dual voltage 115-230V

-
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CHARACTERISTICS
Weight: 0,725 Kg / 1,6 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +55 °C
Storage temperature: -40 / +70°C
Connection: Terminals
Impedance Protected

http://en.etrinet.com/dyn/infos_center/etri/telechargements/guides_techniques/general-information-on-ac-and-dc-compact-fans.pdf
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
125XR5182002 115 50 1 45,0 95,40 10 0,39 2800 43 200 310 16

82 115 60 1 53,0 112,36 12 0,47 3300 48 180 260 15
81 220 50 1 45,0 95,40 10 0,39 2800 43 125 170 18
81 220 60 1 53,0 112,36 12 0,47 3300 48 105 150 15

PressureAirflow

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Other voltages

Dual voltage 115-230V
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CHARACTERISTICS
Weight: 0,56 Kg / 1,24 Lb
Housing in Aluminium        
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -54 / +100 °C
Storage temperature: -54 / +100°C
Connection: Terminals
Impedance Protected
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
129XL0282010 115 50 1 21,5 45,58 1,4 0,06 1350 31 135 145 12

82 115 60 1 24,5 51,94 1,7 0,07 1550 33,5 115 125 10
81 220 50 1 21,5 45,58 1,4 0,06 1350 31 75 90 12
81 220 60 1 24,5 51,94 1,7 0,07 1550 33,5 65 75 10

129LG0282010 115 50 1 34,0 72,08 4 0,16 2200 44,5 200 250 16
82 115 60 1 39,0 82,68 4,3 0,17 2400 47,5 160 200 13
81 220 50 1 34,0 72,08 4 0,16 2200 44,5 110 140 18
81 220 60 1 39,0 82,68 4,3 0,17 2400 47,5 90 120 15

129XR0282010 115 50 1 45,0 95,40 8,5 0,33 2800 49 200 310 16
82 115 60 1 52,0 110,24 10 0,39 3200 54 180 260 15
81 220 50 1 45,0 95,40 8,5 0,33 2800 49 125 170 18
81 220 60 1 52,0 110,24 10 0,39 3200 54 105 150 15

PressureAirflow
-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
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CHARACTERISTICS
Weight: 0,725 Kg / 1,6 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +70°C
Connection: Terminals
Impedance Protected
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA  mA W µF
141LV0182001 115 50 1 23,5 49,82 1,9 0,07 1600 27,5 110 125 9

82 115 60 1 26,0 55,12 1,9 0,07 1700 28 100 110 8
81 220 50 1 23,5 49,82 1,9 0,07 1600 27,5 60 70 10
81 220 60 1 26,0 55,12 1,9 0,07 1700 28 55 65 9

141LT0182001 115 50 1 33,0 69,96 4 0,16 2200 35 125 160 10
82 115 60 1 35,0 74,20 3,6 0,14 2400 38,5 110 140 9
81 220 50 1 33,0 69,96 4 0,16 2200 35 75 90 12
81 220 60 1 35,0 74,20 3,6 0,14 2400 38,5 65 75 10

141LS0182001 115 50 1 42,0 89,04 8,5 0,33 2800 44,5 160 275 13
82 115 60 1 48,0 101,76 9,5 0,37 3200 49,5 140 240 12
81 220 50 1 42,0 89,04 8,5 0,33 2800 44,5 95 150 14
81 220 60 1 48,0 101,76 9,5 0,37 3200 49,5 80 130 12

PressureAirflow
-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages

-
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CHARACTERISTICS
Weight: 0,725 Kg / 1,6 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Terminals
Impedance Protected



The Netherlands
Tel.: +31 (0)23 - 531 91 84
infonl@m-h.biz

Germany
Tel.: +49 (0)6192 - 97 91 85
infode@m-h.biz www.mulder-hardenberg .com

Belgium
Tel.: +32 (0)3 - 660 13 20
infobe@m-h.biz

Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
141LV0281010

82
82
81

141LT0282010 115 50 1 33,0 69,96 4 0,16 2200 35 125 160 10
82 115 60 1 35,0 74,20 3,6 0,14 2400 38,5 110 140 9
81 220 50 1 33,0 69,96 4 0,16 2200 35 75 90 12
81 220 60 1 35,0 74,20 3,6 0,14 2400 38,5 65 75 10

141LS0282010 115 50 1 42,0 89,04 8,5 0,33 2800 44,5 160 275 13
82 115 60 1 48,0 101,76 9,5 0,37 3200 49,5 140 240 12
81 220 50 1 42,0 89,04 8,5 0,33 2800 44,5 95 150 14
81 220 60 1 48,0 101,76 9,5 0,37 3200 49,5 80 130 12

PressureAirflow-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages

-
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CHARACTERISTICS
Weight: 0,725 Kg / 1,6 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +55 °C
Storage temperature: -40 / +70°C
Connection: Terminals
Impedance Protected

115 50 1 23,5 49,82 1,9 0,07 1600 27,5 110 125 9
115 60 1 26,0 55,12 1,9 0,07 1700 28 100 110 8
220 50 1 23,5 49,82 1,9 0,07 1600 27,5 60 70 10
220 60 1 26,0 55,12 1,9 0,07 1700 28 55 65 9



The Netherlands
Tel.: +31 (0)23 - 531 91 84
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Germany
Tel.: +49 (0)6192 - 97 91 85
infode@m-h.biz www.mulder-hardenberg .com
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Tel.: +32 (0)3 - 660 13 20
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Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
12 7V-13,2V 75,5 160,10 12,8 0,50 3050 53 1320 15,84337DX1LP11000A    

            2 24 14V-26,4V 75,5 160,10 12,8 0,50 3050 53 600 14,4
24 28V-56V 75,5 160,10 12,8 0,50 3050 53 330 15,84            4 

337DZ1LP11000A 12 7V-13,2V 85,0 180,12 16,3 0,64 3450 56,5 1850 22,2
2 24 14V-26,4V 85,0 180,12 16,3 0,64 3450 56,5 840 20,16
4 48 28V-56V 85,0 180,12 16,3 0,64 3450 56,5 450 21,6

12 8,5V-13,2V 94,4 200,15 20,3 0,80 3850 59,5 2740 32,88337DY1LP11000A 
            2 24 14V-26,4V 94,4 200,15 20,3 0,80 3850 59,5 1200 28,8

4 48 28V-56V 94,4 200,15 20,3 0,80 3850 59,5 670 32,16

PressureAirflow

CHARACTERISTICS
Weight: 0,47 Kg / 1,04 Lb
Housing in plastic UL 94 V-0
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 70.000 hours
Operating temperature range: -10 / +60 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Germany
Tel.: +49 (0)6192 - 97 91 85
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Belgium
Tel.: +32 (0)3 - 660 13 20
infobe@m-h.biz

Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
121DH2TM11200 24 19V-28V 105,0 222,60 22,5 0,89 4000 62 958 23
148DH1TM11000 12 9V-15V 110,0 233,20 12,5 0,49 3100 57 1080 13

2 24 19V-28V 112,0 237,44 12 0,47 3100 58 683 16,4
4 48 40V-57V 112,0 237,44 12 0,47 3100 58 340 16,3

110 76V-140V 112,0 237,44 12 0,47 3100 58 122 13,4             9 
121DW2TM11200 24 19V-26,5V 120,0 254,40 32,51 1,28 4650 66 1250 30

9 28 19V-31V 120,0 254,40 32,5 1,28 4650 66 1071 30

PressureAirflow

CHARACTERISTICS
Weight: 0,77 Kg / 1,7 Lb
Housing in ZAMAK         
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +55 °C
Storage temperature: -40 / +70°C
Connection: Terminals
Brushless DC motor
Integrated circuit

OPTIONS
Speed sensor

Alarm
Other IP levels

Flying leads connection
Salt spray protection

Shocks and vibrations protection 
Marine application

Wide temperature range 
Other voltages
Others speeds
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Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
148VE0282001 115 50 1 49,0 103,88 4,5 0,18 1400 36 100 140 11 1

82 115 60 1 58,0 122,96 6 0,24 1650 39 90 140 11 1
81 220 50 1 49,0 103,88 4,5 0,18 1400 36 60 80 13 0,32
81 220 60 1 58,0 122,96 6 0,24 1650 39 60 80 14 0,32

148VP0282001 115 50 1 81,0 171,72 7,3 0,29 2350 50 120 170 14 2,2
82 115 60 1 70,0 148,40 5,6 0,22 2100 45,5 160 180 18 2,2
81 220 50 1 82,0 173,84 8,3 0,33 2400 49 70 100 16 0,69
81 220 60 1 70,0 148,40 5,4 0,21 2000 44 100 105 22 0,69

148VK0282001 115 50 1 100,0 212,00 18,7 0,74 2850 54 300 610 32 2,7
82 115 60 1 119,0 252,28 24 0,94 3300 57 270 590 32 2,7
81 220 50 1 100,0 212,00 18 0,71 2800 53 200 390 35 22
81 220 60 1 117,0 248,04 21 0,83 3200 57 170 370 33 2,2

PressureAirflow

CHARACTERISTICS
Weight: 0,9 Kg / 1,99 Lb
Housing in Aluminium        
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -54 / +85°C
Connection: Terminals
Electrical protection :
- VE-VP : impedance protected
- VK : thermally protected

-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages 
Three phases

-
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The Netherlands
Tel.: +31 (0)23 - 531 91 84
infonl@m-h.biz

Germany
Tel.: +49 (0)6192 - 97 91 85
infode@m-h.biz www.mulder-hardenberg .com

Belgium
Tel.: +32 (0)3 - 660 13 20
infobe@m-h.biz

Part Number Voltage Frequency Nb Phases Nominal 
speed

Noise level 
LP

Nominal 
current

Starting 
current power Capacitor

V Hz l/s CFM mm H² o inch H² o RPM dBA mA mA W µF
148VE0282030 115 50 1 49,0 103,88 4,5 0,18 1400 36 100 140 11 1

82 115 60 1 58,0 122,96 6 0,24 1650 39 90 140 11 1
81 220 50 1 49,0 103,88 4,5 0,18 1400 36 60 80 13 0,32
81 220 60 1 58,0 122,96 6 0,24 1650 39 60 80 14 0,32

148VP0282030 115 50 1 81,0 171,72 7,3 0,29 2350 50 120 170 14 2,2
82 115 60 1 70,0 148,40 5,6 0,22 2100 45,5 160 180 18 2,2
81 220 50 1 82,0 173,84 8,3 0,33 2400 49 70 100 16 0,69
81 220 60 1 70,0 148,40 5,4 0,21 2000 44 100 105 22 0,69

148VK0282030 115 50 1 100,0 212,00 18,7 0,74 2850 54 300 610 32 2,7
82 115 60 1 119,0 252,28 24 0,94 3300 57 270 590 32 2,7
81 220 50 1 100,0 212,00 18 0,71 2800 53 200 390 35 2,2
81 220 60 1 117,0 248,04 21 0,83 3200 57 170 370 33 2,2

PressureAirflow

CHARACTERISTICS
Weight: 0,9 Kg / 1,99 Lb
Housing in Aluminium        
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +55 °C
Storage temperature: -40 / +70°C
Connection: Terminals
GAM T1 listed
Electrical protection:
- VE-VP : impedance protected
- VK : thermally protected

-

OPTIONS
Speed sensor

Other IP levels
Flying leads connection

Salt spray protection
Shocks and vibrations protection 

Marine application
Wide temperature range 

Other voltages
Three phases

-
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The Netherlands
Tel.: +31 (0)23 - 531 91 84
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Germany
Tel.: +49 (0)6192 - 97 91 85
infode@m-h.biz www.mulder-hardenberg .com

Belgium
Tel.: +32 (0)3 - 660 13 20
infobe@m-h.biz

Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
352DL1LM11000 12 8V-14V 99,2 210,24 11,9 0,47 2800 50 840 10,08

2 24 12V-28V 99,2 210,24 11,9 0,47 2800 50 420 10,08
48 24V-56V 99,2 210,24 11,9 0,47 2800 50 240 11,52            4 

352DM1LM11000 12 8V-14V 108,7 230,38 14,5 0,57 3050 52 1050 12,6
2 24 12V-28V 108,7 230,38 14,5 0,57 3050 52 490 11,76
4 48 24V-56V 108,7 230,38 14,5 0,57 3050 52 290 13,92

352DH1LM11000 12 8V-14V 118,8 251,92 17,5 0,69 3350 55 1400 16,8
2 24 12V-28V 118,8 251,92 17,5 0,69 3350 55 630 15,12
4 48 24V-56V 118,8 251,92 17,5 0,69 3350 55 350 16,8

352DS1LM11000 12 8V-14V 132,0 279,84 20,3 0,80 3700 57,5 1790 21,48
2 24 12V-28V 132,0 279,86 20,3 0,80 3700 57,5 770 18,48
4 48 24V-56V 132,0 279,84 20,3 0,80 3700 57,5 490 23,52

352DX2LM11000 24 12V-28V 142,7 302,46 23,8 0,94 4000 60 1100 26,4
4 48 28V-53V 142,7 302,46 23,8 0,94 4000 60 640 30,72

352DZ2LM11000 24 12V-28V 153,4 325,21 27,5 1,08 4300 63 1170 28,08

PressureAirflow

CHARACTERISTICS
Weight: 0,84 Kg / 1,86 Lb
Housing in Aluminium        
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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Belgium
Tel.: +32 (0)3 - 660 13 20
infobe@m-h.biz

Part Number Voltage Voltage range Nominal 
speed

Noise level 
LP

Nominal 
current power

V l/s CFM mm H² o inch H² o RPM dBA mA W
354DL1LM11000 12 8V-14V 99,2 210,24 11,9 0,47 2800 50 840 10,08

2 24 12V-28V 99,2 210,24 11,9 0,47 2800 50 420 10,08
48 24V-56V 99,2 210,24 11,9 0,47 2800 50 240 11,52            4 

354DM1LM11000 12 8V-14V 108,7 230,38 14,5 0,57 3050 52 1050 12,6
2 24 12V-28V 108,7 230,38 14,5 0,57 3050 52 490 11,76
4 48 24V-56V 108,7 230,38 14,5 0,57 3050 52 290 13,92

354DH1LM11000 12 8V-14V 118,8 251,86 17,49 0,69 3350 55 135 16,8
2 24 12V-28V 118,8 251,92 17,5 0,69 3350 55 630 15,12
4 48 24V-56V 118,8 251,92 17,5 0,69 3350 55 350 16,8

354DS1LM11000 12 8V-14V 132,0 279,84 20,3 0,80 3700 57,5 2110 25,32
2 24 12V-28V 132,0 279,84 20,3 0,80 3700 57,5 850 20,4
4 48 24V-56V 132,0 279,84 20,3 0,80 3700 57,5 490 23,52

354DX2LM11000 24 12V-28V 142,7 302,46 23,8 0,94 4000 60 1100 26,4
4 48 24V-56V 142,7 302,46 23,8 0,94 4000 60 640 30,72

354DZ2LM11000 24 12V-28V 153,4 325,21 27,5 1,08 4300 63 1370 32,88

PressureAirflow

CHARACTERISTICS
Weight: 0,84 Kg / 1,86 Lb
Housing in Aluminium        
Impeller in plastic UL 94 V-0
L-10 life expectancy at 40°C: 80.000 hours
Operating temperature range: -10 / +70 °C
Storage temperature: -40 / +75°C
Connection: Leads
Brushless DC motor
Integrated circuit

OPTIONS 
Speed sensor 

Alarm
Other IP levels
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